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CR401 CD-Receiver 

This Marantz system brings convenience and outstanding musicality to each room of your home. 
Whether it’s placed in the living room, bedroom, bathroom or kitchen, the only thing which will be 
recognized is the excellent sound. The elegant design of the stylish aluminium fascia perfectly 
integrates with any living environment. Music can be enjoyed from the analogue radio as well as from 
standard CD. What’s more, the CD drive is capable of MP3 playback showing text information on the 
display. Of course CD-R/RW can be enjoyed as well. The ergonomic design offers easy operation and 
an enjoyable use of the system. The quality of the CR401 is underlined by superior components used 
internally. A high precision volume control, fast power amplification and a DA-Converter from 
specialist manufacturer Wolfson guarantees the very best sound quality. For a reasonable price the 
CR401 integrates perfectly with any environment delivering high quality music.



Features Benefits
Elegant metal fascia with ergonomic button layout
CD and CD-R/RW replay
MP3 playback including text information
High sensitive analogue tuner for FM/AM
RDS - Radio Data System
Subwoofer pre-out
Clock and sleep timer function
System remote control

Ease of use and stylish appearance to fit any environment
Excellent sound quality from your favourite CDs 
Listen to several albums recorded on one CD-R/RW using 
MP3 decoding
Clear reception of stations available 
Additional useful information from your favourite 
broadcasts
Possibility of setting up a bigger hi-fi system via an active 
subwoofer
Start or end the day with your favourite music. Options for 
the clocktimer - once - daily - weekly.
Full control of the entire system from one remote handset

Technological glossary:

The elegant, thick aluminium front panel and the sturdy 
chassis of the CR401 exudes class, a quality that is matched by 
the superior components employed internally. Clear radio 
reception and RDS information on the display makes using the 
CR401 easy and fun. The fast transport mechanism reads 
normal audio CDs and CD-R/RW discs, including those 
carrying MP3, which allows up to 10 hours of music on one 
disc. This makes the system useful for every party or occasion, 
especially by connecting an additional active subwoofer to 
the sub pre-out. The CR401’s audiophile credentials are 
underlined by the use of a high quality 24-bit/192kHz digital 
to analogue converter from specialist manufacturer Wolfson, 
which converts the CD’s digital signal to analogue. This is then 
amplified to perfectly drive speakers. Convenience also 
matters, so extras such as a remote handset, automatic tuning 
for FM, a large display and the timer function are all available.

Built to last

The wide variety of compressed audio formats have proved 
incredibly popular, with the number of users increasing 
everyday. And you can see why, when ten hours of music can 
be compressed onto a single CD using MP3 or WMA 
technology. The Marantz CR601 is able to playback such 
encoded discs, giving you many hours of musical pleasure 
and fine sound quality.

MP3 playback

Information about your favourite radio station on the dot 
matrix display of your tuner! The Radio Data System provides 
general information like the name of the radio station, 
programme type, and time, as well as radio text with 
additional information on the music being broadcast.

Radio Data System (RDS)

The sleep/timer function offers full control of when the 
CR601 starts up and powers down. Very useful when you 
want to listen to a specific radio broadcast or if you want to 
be woken up by your favourite music.

Sleep & Timer function

Marantz guarantees that all the components used in its 
products are free of dangerous material or substances to keep 
our environment clean. An example of this is the company’s 
use of lead-free solder in manufacture.

Environmental friendly



Accessories

- User manual

- Remote control

- Batteries

- FM antenna

- AM loop antenna

RC601CR 



FEATURES
Tone Control: Bass / Treble / Bass 
Boost

•/•/-

Broadcast bands: DAB / FM / MW / 
LW

-/•/•/-

Presets 40FM/AM
Auto Tuning •
RDS: PTY/PS/CT/TA/TP/
EON

-/•/•/-/-/- +RT

Manual station Naming -
Clock •
Sleep Timer -
Programmable Timer: Once/Daily/
Weekday

•/•/•

Display Dimmer -
CD Compatibility: CD / CD-R/
RW / HDCD / SA-CD/ WMA / 
MP3

•/•/•/-/-/-
/•

INPUTS/OUTPUTS

AUDIO
Analogue In/out 3/2
Digital Optical In/Out -/1
Digital Coaxial In/Out -/-

OTHER
Stereo PreOut -
Subwoofer PreOut •
Speaker Terminal: click fit / Screw 1/-
D.Bus In/Out -
AC Outlets (Not for UK Model) -
Headphone Out 1
I-Pod input (direct / docking station) -/•

SPECIFICATIONS
AUDIO SECTION
Power Output 30Watts(4Ohm)
Number of channels 2
Freq. Response (Analogue 
In)

10Hz - 50kHz

Signal to Noise Ratio (audio) 97dB
Total Harmonic Distortion 
(audio)

0.2%(1kHz)

DAB SECTION
Receiving Range (Band III / Band L) -/-
Signal to Noise Ratio (Mono/Stereo) DAB -
TUNER SECTION FM
Frequency Range FM 87.5 - 108 MHz
Signal to Noise Ratio (Mono/
Stereo) FM

66/55dB

Total Harmonic Distortion 
(Mono/Stereo) FM

0.4/0.46%

Stereo Separation FM 37dB (1kHz)
TUNER SECTION AM
Frequency Range AM 522 - 1611 kHz
Signal to Noise Ratio AM 35 dB

GENERAL
Available colors black/silver
Metal Front Panel •
Remote Control Yes
Power Consumption 75W
Detachable Power Cable -
DAB antenna 
included

5Hz-100kHz +/-3dB

Maximum Dimensions (W 
x D x H)

210 x 146 x 
336mm 

Weight 5.9 kg

Design and specifications are subject 
to change by Marantz without notice.
www.marantz.com 




