
AS1000MKII

TECHNICAL SPECIFICATIONS

With the AS1000MKII subwoofer 
for low frequencies and the 
UNI75 speaker for mid and 
high frequencies, you have the 
perfect combination for any 
situation.

The AS1000MKII is a professional 
passive subwoofer with a power-
ful 15-inch driver in a bass reflex 
design. With a power handling 
capacity of up to 1400 W, it 
delivers impressive performance 
in the low frequency range. The 
robust enclosure is made of 15 
mm birch plywood and fitted with 
a custom-made steel front grille, 
ensuring durability and optimal 
protection.
This MKII version is also 
equipped with a built-in crosso-
ver, which ensures optimal signal 
distribution and even better 
integration with top speakers.
An optional ceiling bracket and 
stand are available for flexible 
placement options.

system passive subwoofer
with LPF crossover

woofer 15” EU-transducer
impedance 8Ω
bass reflex yes
amp power 1000 / 1400 W (RMS/peak)
sensibility 136dB
frequency range 38Hz - 160Hz
connection Speakon 2 x NL4 in parallel
dimensions (h x w x d) 430 x 530 x 550mm
weight / piece 29kg
composition 15 mm plywood cabinet with

polyurethane coating
colour black
accessories handles, rubber feet
optional stand for UNI75

robust ceiling bracket

•	 UINPUT & LINK 
THROUGH

•	 Strong cabinet with 
polyurethane coating


